PURCELLVILLE PUBLIC SAFETY CENTER - PLANT SCHEDULES

STREETSCAPING

KEY|BOTANICAL NAME |COMMON NAME

CULTIVARS

HEIGHT | CALIPER

PLANTS

REMARKS [# PROVIDEDF# REQUIRED

Cano

py Trees

Ac |Acer truncatum Purpleblow Maple Pacific Sunset 15! 3F B&B 6
Bn |Betula nigra River Birch Heritage 15! 3F B&B il
Up |Ulmus parvifolia Lacebark Elm Athena 15 3° B&B i

Ornamental Trees

Aa

Cercis canadensis

Redbud

N/A

FY

B&B

Cf

Cornus flordia

Dogwood

Cherokee Princed 8'

B&B

REQUIREMENT:

34 34 1 Landscape tree / 40' frontage
Frontage = 1329 If
PERIMETER PARKING LOT LANDSCAPING -LOT A
PLANTS
KEY|BOTANICAL NAME |COMMON NAME |CULTIVARS | HEIGHT| CALIPER | REMARKS [# PROVIDED} REQUIRED
Canopy Trees
Ls [Ligquidambar styraciflug Sweet Gum Rotundiloba 12 25 2 REQUIREMENT:
Ar__[Acer rubrum Red Maple October Glory 12 25" 1 1 tree per 40' frontage

3 3 Frontage = 97 If
Shrubs
Ea IEuowymus anathus |Burning Bush \N\A I 2' \ 8 ‘REQUIREMENT:
8 8 3 shrubs per 40" frontage
Frontage = 97 If
PERIMETER PARKING LOT LANDSCAPING -LOTB
PLANTS \
KEY|BOTANICAL NAME |COMMON NAME |CULTIVARS |HEIGHT| CALIPER | REMARKS |# PROVIDEDEREQUIRED
Canopy Trees
Ls |Liquidambar styraciflug Sweet Gum Rotundiloba 12 25 8 REQUIREMENT:
Ar__[Acer rubrum Red Maple October Glory 12 2:57 7 1 tree per 40' frontage

12 7 Frontage = 248 If
Shrubs
Ea [Euowymus anathus |Burning Bush [N/A [ 2 21 |REQUIREMENT:
21 19 3 shrubs per 40" frontage
Frontage = 248 If
INTERIOR PARKING LOT LANDSCAPING: LOTA
Total parking spaces < 10 - No interior parking lot landscaping required
INTERIOR PARKING LOT LANDSCAPING: LOTB PLANTS
KEY|BOTANICAL NAME |COMMON NAME ‘CULTIVARS | HEIGHT | CALIPER | REMARKS |# PROVIDEDEREQUIRED
Canopy Trees
Qr [Quercus rubra Red Oak Splendens 12 25 4 REQUIREMENT:
Gd |Gymnocladus dicicus |Kentucky Coffeetree |Espresso 12 2.5 2 1 Canopy Tree / 10 parking spaces
Ls [Liguidambar styraciflug Sweet Gum Rotundiloba 12 2.5 1
Ar  |Acer rubrum Red Maple October Glory 12 2.5 3 # Parking Spaces = 40
10 4
Shrubs
Bj [Berberis julinae Wintergreen Barberny|N/A 2 10 REQUIREMENT:
Cp |Japanese falsecypres§Chamaecypatis pisifg N/A 2' 8 3 Shurubs / 10 parking spaces
18 12

Minimum Landscape Area

LOT AREA

LANDSCAPE AREA (s

(sf)

PROVIDED [REQUIRED

REQUIREMENT:

1308

Min 5% Parking Lot Area

178

887

324

176

505

30417

3378 1521

REQUIREMENT:

1 Canopy Tree / 500sf buffer area

Buffer Area = 35,310 sf

REQUIREMENT:

1 Ornamental Tree / 500sf buffer area

Buffer Area = 35,310 sf

REQUIREMENT:

1 Evergreen Tree / 500sf buffer area

Buffer Area = 35,310 sf

REQUIREMENT:

WO&D BUFFER: BUFFER
BUFFER AREACOMPUTATION LENGTH (ft)] WIDTH (ft) | AREA(sf)
1177 30 35310
35310
KEY|BOTANICAL NAME |COMMON NAME |CULTIVARS HEIGHT| CALIPER | REMARKS |# PROVIDED}REQUIRED
Canopy Trees
Qr [Quercus rubra Red Oak Splendens 12 25 B&B 25
Ls [Liguidambar styraciflug Sweet Gum Rotundiloba 12 257 B&B 24
Ar  [Acer rubrum Red Maple October Glory 12' 25" B&B 22
Total Iil 7a
Ornamental Trees
Aa_[Amelanchier arborea |Downy Serviceberry |Autumn Brilliance| 6' B&B/CONT 27
Ag |Acer griseum Paperbark Maple N/A 6' B&B/CONT 21
Cf |Cornus florida Dogwood Cherokee Princeg 6' B&B/CONT 23
Total 7 7
Evergreen Trees
Cl |X Cupressocyparis leljLeyland Cyprus N/A 8' Full Branching| B&B 35
Pg [Picea glauca White Spruce N/A 8' Full Branching B&B 36
Total il il
Shrubs
Bd |Buddleia davidii Butterfly Bush N/A 2" CONT 181
Cc |Continus coggygria  |Smoke Bush N/A 2! CONT 184
Total 365 354

1 Shrub / 100sf buffer area

PLANT SCHEDULE-BIORENTION # 1

KEY|BOTANICAL NAME [COMMON NAME |

CULTIVARS

HEIGHT | CALIPER

Buffer Area = 35,310 sf

REMARKS [# PROVIDED# REQUIRED

Canopy Trees

PLANT SCHEDULE-BIORENTION # 2

KEY|BOTANICAL NAME |COMMON NAME |CULTIVARS

| HEIGHT | cALIPER

Qr_|Quercus rubra Red Oak Splendens 12 25 1
Ar__|Acer rubrum Red Maple October Glory 12 2.5 2
Gd |Gymnocladus dioicus |Kentucky Coffeetree |Espresso 12 2.5 1
Total 4 4
Shrubs
Bj [Berberis julinae Wintergreen Barberry N/A 2 4
Bd [Buddleia davidii Butterfly Bush N/A 2 CONT 1
Cp |Japanese falsecypres§Chamaecypatis pisifg N/A 2' 4
Total 9 812

REMARKS [# PROVIDED#? REQUIRED

Canopy Trees

Qr_|Quercus rubra Red Oak Splendens 12 2.5 1
Ar__|Acer rubrum Red Maple October Glory 12 25 1
Gd |Gymnocladus dioicus |Kentucky Coffeetree |Espresso 12 2.5 1

3

Shru

bs

Total

Bj

Berberis julinae

Wintergreen Barberry

N/A

Bd

Buddleia davidii

Butterfly Bush

N/A

CONT

Cp

Japanese falsecypresy

Chamaecypatis pisifg

N/A

PLANT SCHEDULE-BIORENTION # 3

KEY[BOTANICAL NAME [COMMON NAME |

CULTIVARS

HEIGHT | CALIPER

Total

OIWN|W

6-9

REMARKS [# PROVIDEDF# REQUIRED

Canopy Trees

Qr_|Quercus rubra Red Oak Splendens 12 25 2
Ar__|Acer rubrum Red Maple October Glory 12 25" 4
Gd |Gymnocladus dioicus |Kentucky Coffeetree |Espresso 12 2.5 1
Total 7 7
Shrubs
Bj [Berberis julinae Wintergreen Barberry N/A 2 12
Bd [Buddleia davidii Butterfly Bush N/A 2 CONT 3
Cp |Japanese falsecypres§ Chamaecypatis pisifg N/A 2! 5
Total 20 14-21

ADDITIONAL LANDSCAPING (Not counted toward streetscaping, perimeter parking, exterior parking, or WO&D buffer.

KEY|BOTANICAL NAME [COMMON NAME |

CULTIVARS

HEIGHT | CALIPER

REMARKS [# PROVIDED# REQUIRED

Cano

py Trees

Qr [Quercus rubra Red Oak Splendens 12 2.5 2
Ls [Cornus florida Dogwood Cherokee Princeg 6' - B&B/CONT 4
Ar__|Acer rubrum Red Maple October Glory 12 25" 5
Gd [Gymnocladus dioicus [Kentucky Coffeetree |Espresso q2 25" 3
Total 14 nia
Shrubs
Bj |Berberis julinae Wintergreen Barberry N/A 2' 3
Cp |Japanese falsecypres§Chamaecypatis pisifg N/A 2! 5
Total 8 nla
Total Pavement Area 1.63 acres or 172 71172 sf
Open Space 2.49 acres or 108,645 108,645 sf
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NOTE:
| STAKNG 1S REQURED ONLY ON OPEN WINDY SITES (R AS DEEMED NECESSARY FOR AD BY
THE PROELT LANDSCAPE ARCHITECT.

1. AL WIRES/ HOSE & STAKES THAT ARE USED MUST BE REMOVED BY THE CONTRACTOR ONE
YEAR AFTER INSTALLATION.

LANDSCAPE INSTALLATION SPECIFICATIONS

GENERAL LANPSCAPING NOTES:

THIS PLAN FOR PLANTING LOCATIONS ONLY.

CONTRACTOR SHALL BE SALELY RESPONSIBLE FOR ALL PLANT
MAINTENANCE, INCLUPING SHRUBPS AND GROUNDCOVER, AND SHALL
MAINTAIN AREA IN A WEED— AND DEERISREE CONPITION,
THRAGHAT THE ONE YEAR GUARANTEE PERICD.

CONTRACTOR SHALL LAY AUT AND CLEARLY STAKE ALL PROPOSED
IMPROVEMENTS  INCLUPED ON THIS PLAN.

CONTRACTR IS5 RESPONSIELE FOR ¢ONTACTING MISS UTILITY PRIOR
TO BEGINNING CONSTRUCTION FOR LOCATION oF ALL UTILITY LINES.
TREES 2HALL BE LOCATED A MNMWM OF 4 FROM SEWER/WATER
EASEMENTS. CONTRACTOR SHALL BE LIABLE FOR DAMAGE TO ANY
AND ALL PUBLIC OR PRIVATE UTILITIES.

CONTRACTOR TO VERIFY PLANT LIST TOTALS WITH QUANTITIES

SHOWN ON PLAN. LANDSCAPE ARCHITECT SHALL BE ALERTED BY
CONTRACTOR OF ANY DISCREPANCIES PRICR TO FINAL PID NEGOTIATION.
UNIT PRICES FOR ALL MATERIAL SHALL PE SUPPLIED To THE OWNER
AT BIDPING TIME.

ALL MATERIALS SHALL BE SUPJECT TO APPROVAL BY THE LANDSCAPE
ARCHITECT. OWNER SHALL RECEIVE TAG FROM EACHt PLANT SPECIES
AND A LIST OF PLANT SUPPLIERS. WHERE ANY REQUIREMENTS ARE
OMITTED FROM THE FPLANT LIST, THE PLANTS FLRNISHED SHALL MEET
THE NORMAL REQUREMENTS FOR THE VARIETY PER THE AMERICAN
STANDARD FOR NURSERY STOCK, LATEST EDITION, PUBLISHED BY THE
AMERICAN ASSOCIATION OF NURSERYMEN (AAN). PLANTS SHALL BE
PRUNED PRIOR TO DELIVERY ONLY UPON THE APPRVAL OF THE
LANDSCAPE ARCHITECT.

WHERE TREES ARE FLANTED IN ROWS, THEY SHALL PE UNIFCRM IN
SIZE AND SHAPE.

SIZES SPECIFIED IN THE PLANT LIST ARE MINMW SIZES TO
WHIcH THE PLANTS ARE TO BE JWGED. FAILLRE TO MEET MINMWM
SIZE ON ANY PLANT WILL RESULT IN REECTION OF THAT PLANT.

AL PLANTS SHALL BE FRESHLY DUG, SOUND, HEALTHY, VIGORAUS,
WELL BRANCHED, FREE OF DISEASE, INSECT EGES, AND LARVAE,
AND SHALL HAVE ADEQUATE ROOT SYSTEMS.

NO EXISTING TREES SHALL BE REMOVED WITHAUT WRITTEN
AUTHORIZATION FROM THE OWNER EXCEPT WHERE NOTED ON PLANS.
NO GRUPBING SHALL OccR WITHIN EXISTING TREE AREAS.

TREES SHALL BE LOCATED A MINMWM OF 4 FROM WALLS AND WALKS
WITHIN THE PROECT. IF CONFLICTS ARISE BETWEEN ACTUAL SIZE

OF AREA AND PLANS, CONTRACTOR SHALL CONTACT LANDSCAPE ARCHITECT
FOR RESOLUTION. FAILUIRE TO MAKE sUcht ¢ONFLICTS KNOWN TO THE
OWNER OR LANDSCAPE ARCHITECT WILL RESULT IN cONTRACTOR'S
LIADILITY TO RELOCATE MATERIALS.

CONTRACTOR TO 4LIGHTLY APJST PLANT LOCATIONS IN THE FIELD AS
NECESSARY TO BE CLEAR OF DRAINAGE SWALES AND UTILITIES. FINISHED
PLANTING BEDS SHALL BE ERADED S0 AS TO NOT IMPEDE DRAINAGE

TREE STAKING AND GUYING SHALL BE DONE PER DETAILS, IF NECESSARY.
CONTRACTOR SHALL ENSURE THAT TREES REMAIN UPRIGHT FOR THE
PIRATION OF THE ONE YEAR GUARANTEE PERICD. AT THE END OF ONE
YEAR, ALL RUBBER HOSE AND WIRE STAKES, AND ANY MISC. TAGS ARE
REMOVED FRM THE TREES AND THE SITE.

MULch 15 TO BE SHREPDED HARPWOOD PARK FOR TREES AND SHRUPS.

AL CONTRACTORS SHALL BE REQUIRED TO COMPLETELY REMVE AL
TRASH DEERIS AND EXCESS MATERIALS FROM THE WORK AREA AND THE
PROPERTY (ESPECIALLY AT ALL CURP, GUTTERS AND SIDEWALKS) DALY
DIRING INSTALLATION.

DEAD PLANTS ARE TO BE REMOVED FROM THE J0B BY THE CONTRACTOR
WEEKLY. ¢cONTRACTOR SHALL MAINTAIN AN UPDATED, COMPRERENSIVE LIST
OF AL DEAD MATERIALS REMOVED AND PRESENT A coPY OF THE LIST To
THE OWNER AT THE END OF EVERY MONTH DIRING THE CONTRACT PERIOPD.

CONTRACTOR SHALL GUARANTEE ALL LANDSCAPE IMPROVEMENTS, INCLPING
SEEPING, FOR ONE FULL YEAR AS REQUIRED PY THE SPECIFICATIONS.
CONTRACTOR MUST CONTACT THE OWNER AT LEAST |0 WORKING DAYS IN
ADVANCE TO SCHEDULE ACCEPTANCE INSPECTION(S). CONTRACTOR MUST
REALACE ALL DEAD OF UINACCEPTABLE PLANTS DURING THE FALLOWING
RECOMMENDED PLANTING SEASON.

ALL PLANTING SHALL ¢cONFORM TO THE REQUIREMENTS OF VIRGINIA
DEPARTMENT OF HIEHWAYS AND TRANSPORTATIONS "GUIPELINES FOR
PLANTING ALONG VIRGINIAS ROADWAYS', AS APPLICABLE.

| AL PLANT MATERIAL SHALL CONFORM TO CIRRENT AMERICAN ASSOCIATION OF NURSERYMENS STANDARDS

N

PALLED AND BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL PALLS OF EARTH. PALL SIZES SHALL CONFORM TO CURRENT AMERICAN ASSOCIATION OF NUSERYMENS

STANDARDS CONTAINER EROWN STOCK SHALL BE WELL ROOTED AND ESTARLISHED IN THE CONTAINER IN WHIcH [T 1S SAD. AN ESTABLISHED CONTAINER GROWN FPLANT

SHALL HAVE A ROOT SYSTEM DEVELOPED SUTTICIENTLY T RETAN ITS SHAPE WHEN REMOVED.

2. AL PLANT MATERIAL SHALL BE NURSERY GROWN UNLESS OTHERWISE SPECIFIED. NO PRUNING SHALL BE DONE BEFORE PLANTING OR DURING THE PLANTING OPERATION

EXCEPT FOR PRUNING OF BROKEN LIMPS DUE TO HANPLING.

4 AL PLANT MATERIAL SHALL BE COVERED AND PROTECTED FROM EXCESSIVE DRYING DURING TRANSIT AND DURING ONSITE STORAGE. ROOTPALLS/ CONTAINERIZED PLANTS
ARE TO BE THORAUGHLY WATERED DALY IN THE MORNING. UNDER NO CIRCUMSTANCES ARE TREES TO BE STORED ONSITE FOR MORE THAN ONE WEEK

5 ANTI-DESICCANTS SHALL BE APPLIED ON ALL MATERIAL DUS WHILE IN LEAF.
MULcH MATERIAL SHALL BE SHREDDED HARDWOOD PARK.

7. PLANTING PACKFILL MIXTURE SHALL BE THREE PARTS EXISTING TOPSOL MIXED EVENLY WITH ONE PART SPHAGNM PEAT MOSS, LEAFERO(TM), R SIMILAR MARKETED
ORGANIC MIX. EXISTING TOPSOIL SHALL BE FREE OF STONES, LUMPS, PLANTS, ROOTS, AND OTHER DEERIS OVER 2 INCHES. IT SHALL NOT CONTAN TOXIC SUBSTANCES

HARMFUL TO ALANT &ROWTH. TOPSOIL SHALL HAVE A P RANGE oF 50 TO T0.
& PLANTING PROCEDURES FOR TREES AND SHRUPS:

A. PLANTING SHALL OcOR IN ACCORDANCE WITH ALL DETALS.
B, REMAVE AL TAG, RIBEONS AND PINDING MATERIALS BEFORE PLANTING.

¢.  TREES AND SHRUPS SHALL PE PLACED IN THE PLANTING PIT, AND MANELVERED ONCE IN IT, BY LIFTING FROM THE PALL (NEVER FROM THE PRANCHES OR TRUNK).
ALL PLANT MATERIAL SHALL PE PLACED IN A STRAIGHT POSITION WITHIN THE PLANTING PIT WITH THE MOST DESIRABLE SIDE PLACED TOWARD THE PROMINENT

VEW (SIDEWALK, STREET, ETC).

D.  THE TREE OR SHRUP PIT SHALL BE PACKFILLED WITH A SO MIXTURE, AS PER #1 OF THESE SPEcS. THE PIT SHALL BE FILLED HALFWAY INITIALLY AND TAMPED
FIRMLY. AL ROPES AROUND THE ROOTBALL SHALL BE CUT, TAGS ARE TO BE REMOVED (AND GIVEN TO THE CLIENT), WIRE PASKETS ARE T0 BE cUT/ REMOVED
HALF OF THE DEPTH OF THE PALL, AND THE BURLAP (R PALL WRAP IS TO BE PULED PACK ONE-THIRD ON ALL £8& PLANT MATERIAL. COMPLETE PACKFILLING
THE PLANT PIT AND TAMP FIRMLY. BACKFILL SOLS SHALL NOT COVER THE TOP OF THE ROOTPALL. MUcH THE ROOTRALL AND SAUCER WITH A MNMWM OF %"
SHREDDED HARDWOOD OR PINE BARK MULcH. TAPER THE MULcH TOTHE PASE OF THE TRUNK. UNPER NO CIROMSTANCES 1S THE TRUNK TO BE BURIED IN ANY
DEPTH OF MULCH.  IF NOTICED IN A POST—CONSTRUCTION VISIT, CONTRACTOR CAN BE ASKED TO RE-VISIT THE SITE AND FIX THE MULCH ACCORDINGLY.

E. A S0 INOCUANT CONTANING MYCORRHIZAE, AND ROOT BIOSTIMULANTS SHALL BE ADDED AFTER COMPLETION OF THE PACKFILLING.

SEEDING AND SODPING SPECIEICATIONS
(AS PER VESCH E86 REQUREMENTS)
TEMPORARY SEEDING (AS PER E&S REQUREMENTS)

NOTE: PRIOR TO SOPPING, THE SURFACE SHALL BE CLEARED OF ALL VEGETATION,
TRASH, DEERIS, AND OF ALL ROOTS, PRUSH, WIRE, ERADE STAKES, AND OTHER
OPJECTS THAT WOULD INTERFERE WITH THE PLANTING, FERTILIZING, R
MAINTENANCE OPERATIONS.

. SELECTION OF PLANTS SHOUD BE PASED ON THE SPECIFIC SITE AND SEASON AND
PER VESCH TABLES 231-B8¢.
~TEMPORARY SEED SHALL CONSIST OF THE FOLLOWING PER SEASON:
—SEPT. | — FEP. [ 50/50 MIX OF ANNUAL RYEERASS (LOLIM MULTI-FLORUM) AND
CEREAL (WINTER) RYE (6CALE CEREAL) AT A RATE OF 75 LB/ ACRE.
—FEP. |6 — APR 20: ANNUAL RYEERASS (LOLIM MULTI-FLORIM) AT A RATE OF
60 LB/ ACRE.
“MAY | — AUG. 21: GERMAN MLLET (SETARIA ITALICA) AT A RATE OF 50 L/ ACRE.

2. LIMN& REQUREMENTS SHAULD BE PASED ON TABLE 221-A OF VESCH.
—-AFTER TESTING THE S0 FOR A PH COUNT, LIME SHALL BE APFLIED AT A RATE F:
-2 TONS PER ACRE, IF P IS BELOW 41
-1 TONS PER ACRE, IF PH 1S 41 TO 51
—| TON PER ACRE OF Pi IS 51 TO 60
D0 NOT APPLY LIME APOVE A PH OF 60

3. FERTLIZERS SHALL BE APPLIED AT ¢o0 LBS/ ACRE. FERTILIZER SHALL BE
INCORPORATED INTO THE TOP 4" OF THE SOl
—FERTILIZER SHALL CONSIST OF |/2 IMMEDIATELY AVALABLE AND 1/2 WATER
INSALUBLE NITROGEN. UREA FORMALDEHYDE (UF) AND DISCBUTYLIDENE
UREA (IBDU) MEET THESE STANDARDS.

—NOTE: IF A 0L TEST 1S DONE AND EXISTING NUTRIENTS ARE FOUND TO BE
APEQUATE, NO FERTILIZATION 1S NECESSARY.

4. SEED SHALL BE EVENLY APPLIED, AND SMALL ERAINS SHALL BE PLANTED
NO MORE THAN |/2° DEEP.

5. SEED SHALL BE MULCHED AT A DEPTH OF |/2-I" WITH STRAW MULCH AND SHALL BE
ANCHORED WITH EITHER A CHEMICAL MULCH BINDER, TWINE, OR NETTING.

PERMANENT SEEDING (AS PER E&S REQUIREMENTS)

| PERMANENT VEGETATION cOVER MUST MEET THE REQUIREMENTS OF MINMUM
STANDARDS #2 (MS #2).

—ALL TAGS ON CONTAINERS OF SEED SHALL BE LAPELED T MEET THE REQUREMENTS
OF THE STATE SEED LAW.

—ALL SEED SHALL BE SUPJECT TO RE-TESTING PY A RECOGNIZED SEED LABORATORY
THAT EMPLOYS A REGISTERED SEED TECHNOLOBIST (R BY A STATE SEED LAP.
-ALL SEED UsED SHALL HAVE PEEN TESTED WITHIN TWELVE MONTHS.

-THE QUALITY OF THE SEED USED SHALL BE SHOWN ON THE PAG TAGS TO CONFORM
TO THE GUDELINES IN TAPLE %%1-E:
-TWRF-TYPE TALL FESCUE: MIN. SEED PURITY—98%/ MIN. GERMINATION—85%
—PERENNIAL RYEGRASS: MIN. SEED PURITY—98%/ MIN. GERMINATION—907%

2. PROVIDE A NOTE WHICH DESCRIBES THE PROCEDURE FALOWED IN SELECTING
PLANT MATERIAL. THE SELECTION SHOUD BE PASED ON TAPLES 221 — AP
PEPENPING ON CLIMATE, TOPOGRAPHY, SOILS, AND SITE CONDITIONS.

—GRASS TYPES SHALL CONSIST OF 0% PERENNIAL RYEEGRASS AND 907 TURF-TYPE
TALL FESCUE. WITH THIS MIX, THE PERENNIAL RYE WILL GERMINATE FASTER To
HELP STAPILIZE ANY SLOPES BEFORE THE FESCUE SOON GROWS BEHIND IT.  HOTH
TYPES ARE FAIRLY WINTER HARDY AND THE FESCUE PERFORMS ADMIRABLY IN
DROUEHT SITUATIONS.  BOTH TYPES ALSO TOLERATE SOMEWHAT POORLY DRAINED
AREAS. LIKEWISE, THEY TALERATE FRERUENT TRAFFIC AND HIGH MAINTENANCE
THIS MIX SHOUD BE APPLIED AT A RATE OF 200 L/ PER ACRE.

3. THE PLANTING S0IL MUST HAVE ENOUEH FINE ERAINED SOL, SUFFICIENT PORE SPACE,

SUFFICIENT DEPTH, AND FREE FROM TOXIc OR EXCESSIVE QUANTITIES OF ROOTS

AND SHALL BE APPLIED IN ACCORDANCE WITH STANDARD 220.

—TOPSOL SHALL NOT BE PLACED WHILE IN A FROZEN OR MUPDY CONDITION, WHEN
TOPSOL. OR SUPERADE 15 EXCESSIVELY WET, OR IN A CONDITION THAT MAY OTHERWISE
PE DETRIMENTAL TO PROPER ERADING (R PROPOSED SOPDING (R SEEDING. THE
TOPSOL SHALL BE UNIFORMLY DISTRIBUTED TO A MINMWM COMPACTED DEPTH OF 2

ON 3| OR STEEPER SLOPES AND 4° ON FLATTER SLOPES. ANY RREGUARITIES IN

THE SURFACE, RESILTING FROM TOPSOILING OR OTHER OPERATIONS SHALL BE
CORRECTED IN ORDER TO PREVENT THE FORMATION OF DEPRESSION OR WATER POCKETS.

—THE TOPSOIL MUST BE COMPACTED ENAUEH TO ENSURE @00 CONTACT WITH THE
UINDERLYING SOIL AND TO OBTAN A LEVEL SEED BED FOR THE ESTAPLISHMENT oF HieH
MAINTENANCE TURF. HOWEVER, EXCESSIVE COMPACTION 15 TO BE AVOIDED AS [T INCREASES
RUNGFF VELOCITY AND VOLWME, AND DETERS SEED GERMINATION.

SOPPING

.  SOPED AREAS SHALL BE BRAUGHT TO FINAL GRADE IN ACCORDANCE WITH
THE APPROVED PALANS.

1. S0L TESTS SHALD BE MADE To DETERMINE THE EXACT REQUREMENTS FOR
LIME AND FERTILIZER

=50 TESTS SHALL BE CcONDUCTED BY A STATE LAPORATORY (R RECOGNIZED
COMMERCIAL LAPORAT(RY.

—FERTILIZER: AL FERTILIZER SHALL BE UNIFORM IN COMPOSITION, FREEFLOWING,
AND SUITAPLE FOR APPLICATION WITH APPROVED EQUIPMENT. FERTILIZER
APPLICATION RATES SHALL BE DETERMINED BY S0 TEXTS. FERTILIZER
SHALL BE DISTRIPUTED EVENLY OVER THE ENTIRE AREA TO BE SEEDED.

—-LIME: LIME MATERIAL SHALL PE GROUND LIMESTONE (HYPRATED OR BLRNT
LIME MAY BE SURSTITUTED) WHICH CONTANS AT LEAST 50% TOTAL OXIDES
(CALLIM OXIDE PLUS MAGNESIM OXIDE).  APPLICATION RATES FOR LIMING

MATERIALS SHALL BE DETERMINED BY SOIL TESTS. LIME SHALL BE DISTRIBUTED
UNFORMLY OVER THE ENTIRE AREA TO BE SEEDED.

—ALL LIME AND FERTILIZER SHALL PE UNIFORMLY MIXED INTO THE TOP 4" OF SOl
BY DISCING, HARROWING (R OTHER APPROVED METHODS.  ANY UNPULATIONS

R RREGUARITIES IN THE SURFACE RESILTING FROM FERTILIZING, TILLING, (R
OTHER CAUSES SHALL BE LEVELED PRIOR TO SCOPPING.

2. PRIR TO LAYING 5D, SOIL SAURFACE SHALL BE CLEAR OF TRASH, DEERIS, AND
LAREE OBAELTS.

4. QUALITY OF S0P SHALL BE CERTIFIED AND ENSURE GENETIC PURITY AND
HIGH QUALITY.

5. S0P SHALL NOT BE LAD IN EXCESSIVELY WET OR DRY WEATHER AND PE DELIVERED
AND INSTALLED WITHIN %6 HARS.

6. SO0 SHOUD NOT BE LAD ON FROZEN SOL SIRFACES AND SHALL BE INSTALLED
PER PLATE 232%-| OF VESCH (SEE DETAL THIS SHEET).

HUGHES GROUP ARCHITECTS

45640 WILLOW POND PLAZA
STERLING, VIRGINIA 20164
703.437.6600

CivIL:

ALPHA CORPORATION
21351 Ridgetop Circle, Suite 200
Dulles, Va 20166

(703) 450-0800

STRUCTURAL:

EHLERT-BRYAN

1451 Dolley Madison Blvd. Suite 220
Mclean, VA 22101

(703) 827-9552

MECHANICAL/ELECTRICAL:

BRINJAC ENGINEERING
4000 Albemarie Sireet, NW
Washington, DC 20016

(202) 237-2750

PURCELLVILLE FIRE AND RESCUE
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